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	SHORT FORM SPECIFICATION - LUXALON® GRID CEILINGS – MAGNAGRID



	     m2 LUXALON® Magnagrid Open Cell Ceiling System, supplied by Hunter Douglas Commercial, consisting of HD COLOR-COTE® 0.5mm thick aluminium pre-coated die formed interlocking blades, with a cross-sectional size of 9mm wide x 40mm deep and assembled into panels with a modular size of 600 x 600mm and a square cell of 50mm / 75mm / 100mm / 120mm / 150mm / 200mm, colour       according to the Hunter Douglas Commercial Interior Colour Chart. 

Suspension shall consist of 1800mm long Main Runners at 600mm / 1200mm centres linked by 600mm / 1200mm long Cross Runner at 600mm centres.

For T-Grid Suspension System – suspension shall be a proprietary roll-formed or 

extruded T-Grid System with a face dimension of 25mm and installed to the manufacturer’s recommendations to provide a modular grid of 600 x 600mm.

Perimeter shall be finished with a wall angle or perimeter trim as required.

Option: Acoustic pads      mm thick, density      kg/m3, black one side, laid on top of the panels between the panel carriers.

Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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