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	SHORT FORM SPECIFICATION - SINGLE SKIN FACADE - INVERTED RIB


	     m2 Inverted Rib Façade System, supplied by Hunter Douglas Commercial, consisting of HD COLOR-COTE® panels made of 0.6mm* thick aluminium / 0.6mm* thick Galvalume, with a single rib profile consisting of one 165mm crown and one 28mm tray. Profile shall have 194mm effective cover and 14.5mm profile depth. Selected colour       according to the Hunter Douglas Commercial Exterior Colour Chart.

All panels shall be concealed fixed direct to the sub frame with mechanical fixings in accordance with the manufacturer’s recommendations. Fixing points where necessary shall be packed to achieve true alignment. Packing shall be of a compatible approved material.

Panel spans shall be established from the Hunter Douglas Commercial Inverted Rib Span Chart.

Connections:

a. Panel joints in continuous runs shall be executed in accordance with the manufacturer’s instructions. Sufficient clearance shall be allowed for thermal expansion.

b. Corner connection and trim detail shall be in accordance with the architectural drawings where shown, otherwise in accordance with the manufacturer’s recommended detail.

c. Trims for roof edges, drip sections, cappings, corner edges etc, shall be formed from matching HD COLOR-COTE® coil, in the selected colour and supplied by Hunter Douglas Commercial.
Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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