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	SHORT FORM SPECIFICATION - LUXALON® METAL TILE CEILINGS - HOOK-oN TILE


	……….m2 LUXALON® Galvalume Metal Hook-On Tile Ceiling System, supplied by Hunter Douglas Commercial, consisting of tiles made of 0.5mm or 0.7mm thick galvalume, 600x600mm / 600x1200mm, non-perforated / perforation pattern #103 (20% open area) / #106 (16% open area)  / #138 (22% open area), standard powdercoat colour finish RAL 9010 (white) / RAL 9006 (silver).
Tiles will have a double bent edge at one end to form a hook to engage the Z-profile and single bend at the opposite end. All tiles will / will not have 2mm factory installed gasket. Tiles will be bevel / square edged.

Tiles shall be with / without non-woven acoustic tissue backing.

The system will consist of metal tiles supported on two sides by a pre-punched primary and secondary suspension system. Rows of pre-punched L-shaped, 2mm galvanised 
steel primary angles shall be installed at 1500mm centres supported by ……….mm high LUXALON® hangers fixed to the upper structure at a maximum distance of 1250mm centre to centre. 

Pre-punched Z-shaped, 1.25mm galvanised steel secondary profiles shall be fixed perpendicular to primary suspension at a correct distance to support the size of the tiles being used. Primary suspension to be installed at 1200mm and supported at 1250mm centres.
Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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