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	SHORT FORM SPECIFICATION - LUXALON® METAL TILE CEILINGS - LAY-IN TILE


	……….m2 LUXALON® Galvalume Metal Lay-In Tile Ceiling System, supplied by Hunter Douglas Commercial, consisting of bevel edged tiles, which are 575 x 575mm (module 600 x 600mm) / square edged tiles which are 591 x 591mm (module 600 x 600mm), made of 0.5mm thick galvalume, 600 x 600mm / 600 x 1200mm, non-perforated / perforation pattern #103 (20% open area) / #106 (16% open area)  / #138 (22% open area), standard powdercoat colour finish RAL 9010 (white) / RAL 9006 (silver).
Bevel edged tiles are recessed 10mm below the level of the T-bar / square edged tiles are flush with the T-bar.
Tiles shall be with / without non-woven acoustic tissue backing.

The system will consist of metal tiles laid into a standard 25mm commercial slotted T-bar system. Suspension consists of pre-punched main T-sections installed into a grid by inserting cross Ts which are designed to be used with the size of tile selected. Main Ts are supported at 1200mm centres maximum. 
The use of a primary suspension system is optional at the discretion of the installer.
Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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